Features : STEEL CONDUITS

1. High quality conduit. by ELPRO®
Rolled, welded, cut and threaded in one continous automated process. =

2. HQ electro galvanized (ASTM B633 / BS EN ISO 4042).
Qualified in pre-treatment tests of eliminating all spot and rust before galvanized.

3. Heavy duty galvanized protection - Class 4 (BS 4568:Part 1:1970) Cross sectionsl iaw POy ey R A4529/BI001IUKIER P S B
Coated by pure zinc to protect conduit from corrosion. of electrical conduit
4. Easy wire pushing and pulling. Galvanized SINGAPORE &
Smooth inner surface to make wire pushing and pulling easy. _\ | JAKARTA OFFICE
5 Money back quarantee 100% JLMH. Thamrin, Ploza Amsterdam B-50 PT. RAHMI IDA NUSANTARA
If there is any flattening and/or splitting of our conduit (in normal condition). Galvanized— - Sentul City, Bogor - West Java - Indonesia, 16810 .
6. International Quality Management System. Tel : +6221 87962255 - 59 Fax : +6221 87962256 Email : sales.jkt@elprosteel.com ELPRO Steel Conduit & Cable System Manufactuyey
Complies with ISO 9001:2008.
7. International Health and Safety Management System. ~
Complies with OHSAS 18001:2007 SEMARANG OFFICE OIL & GAS * PETROCHEMICAL » POWER PLANT
8. g‘te:mtati"?a' plmd;.ctts cft"f-“tiﬁ?atign.PSB gzrrzzs:gr: gducirrl]eilraﬁ’ﬂvglolrnl(\jﬂ; L 1S e =~ HEAVYINDUSTRIES ® INFRASTRUCTURE e COMMERCIAL BUILDING
ur International product certification by 2 = & )
Tel : +6224 6590 555 Fax : +6224 6590 565 Email : sales.smg@elprosteel.com
Threadless Steel Conduit E {
Code Outside Diameter Appr:)::nr::tee:nside‘ N::: l::le:l:" Weight without coupling JIS C 8305 SU RABAYA OFFICE 7 \
n [ mm n [ mm In mm | Ibs/ft | ke/ft | kg/m JI. Jemur Andayani 50, Ruko Surya Inti Permata E / 36-37
sPCE19] 0752 | 191 | 0657 | 167 | 0047 | 12 | 0357 | 0162 | 0.530 Surabaya - East Java - Indonesia, 60237 (

SPCE25( 1.000 25.4 0.905 23.0 0.047 12 0.481 0.218 0.716
SPCE31| 1.250 31.8 1.141 29.6 0.055 1.4 0.705 0.320 1.050

Tel : +6231 8430999 / +6221 8490989 Fax: +62318414430

SPCE39| 1500 | 381 | 1389 | 353 | 0.055 | 14 | 0.853 | 0.387 | 1.270 s Bl Email : sales.sby@elprosteel.com —’
SPCE51| 2000 | 508 | 1889 | 480 | 0.055 14 1149 | 0521 | 1.710

SPCE63| 2500 | 635 | 2374 | 603 | 0.063 1.6 1.640 | 0744 | 2.440 lllustration of )
sPCE75| 3.000 | 76.2 2.858 | 72.6 0.070 1.8 2218 | 1.006 | 3.330 Threadless Steel Conduit E BATAM OFFICE .

Threaded Steel Conduit C

Approximate inside|  Nominal wall Weight without coupling JIS C 8305

Tel : +62 8787 0100 789 [ i
Email : sales.bth@elprosteel.com

Code e diameter thickness

(I

I '\”TM“:\H(
In mm In mm In mm Ibs/ft kg/ft kg/m MJ?‘\M1\”‘:\“1“in”i}‘\h‘ (c (Go) E >) 01.JIS ‘
spcc19] 0750 | 191 | 0625 | 150 | 0063 | 16 | 0.465 | 0211 | 0691 e SINGAPORE OFFICE
spcc2s| 1.000 | 254 | o874 | 222 | 0063 | 16 | 0632 | 0.286 | 0.940 8 Eu Tong Sen Street #22-88
o] o[ | e | e | ) i sion. ELERO /i The Central agdapore 698 1
spccsi| 2000 | so8 | 1874 | a76 | 0063 | 16 | 1305 | 0502 | 1043 e Tel : +65 29919 Fax: +85 6222 9909
spcce3| 2500 | 635 | 2342 | s95 | o079 [ 20 [ 2038 | 0924 | 3033 5 ey PO Email : sales % elprostéel.com
spcc7s| 3.000 | 762 | 2810 | 722 | o079 [ 20 | 2460 | 1116 | 3661 Trireades Stesl Conuit G % ,@ P
. i 1 )
Threaded Steel Conduit G | f : =
i = i 1 I
: Approximate inside Nominal wall L 1 1
— Outside Diameter - Snii— % S— Weight without coupling - 1 :
In mm In mm | In mm Ibs/ft kg/ft kg/m : : : §
i i '

SPCG16( 0.827 21.0 0.647 16.4 0.090 2.3 0.712 0.323 1.060
SPCG22| 1.043 26.5 0.863 21.9 0.090 2.3 0.921 0.418 1.370
SPCG28|( 1.311 33.3 1.115 28.3 0.098 2.5 1.277 0.579 1.900
SPCG36| 1.650 41.9 1.454 36.9 0.098 2.5 1.633 0.741 2.430
SPCG42( 1.882 47.8 1.686 42.8 0.098 2.5 1.875 0.850 2.790
SPCG54| 2.346 59.6 2.126 54.0 0.110 2.8 2.634 1.191 3.920
SPCG 70 2.961 75.2 2.741 69.6 0.110 2.8 3.360 1.524 5.000 lllustration of

SPCG82( 3.461 87.9 3.241 82.3 0.110 2.8 3.951 1.792 5.880 Threaded Steel Conduit G
SPCG92| 3.964 100.7 3.688 93.7 0.137 3.5 5.367 2.557 8.390
SPC G 104 4.464 113.4 4.188 100.4 0.137 3.5 6.369 2.889 9.480
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